
COPYRIGHT: UNLESS OTHERWISE AGREED OR STATED IN WRITING, ALL INFORMATION AND DESIGNS DISPLAYED WITHIN ARE ALL THE PROPERTY OF ISOTECH INDUSTRIES INC. AND MAY NOT BE DUPLICATED OR DISTRIBUTED 
OUTSIDE OF ISOTECH INDUSTRIES INC. WITH THE EXCEPTION OF AUTHORIZED PERSONS WITH LEGITIMATE NEED TO KNOW WHO BY THE USE OF THIS RECOGNIZE ISOTECH INDUSTRIES INC. OWNERSHIP AND WILL COMPLY TO 
MAINTAIN THIS INFORMATION AND DESIGN IN STRICT CONFIDENCE.

�������������������� ����������������������
����
��
	 ����	

�

����	 ���������
��	

�
�������
	 ���
������������	

�
���	

������� 
����
��

���������������
������������

����
	����
���
���������������

�­���
����
��

�������������������
��� ��­������������
�����
�������
�������

���������� �������������­
��������������������������

������������������������������������������������ 1 Of 1

�������
• Application of grooves and thicker material off ers significant improvements on isolation eff iciency of the 
system
• IGR Acoustical Grommet is available on 50 & 60 Duro Neoprene Material
• IGR Acoustical Grommet neoprene material is per ASTM D2000 Standards
• Anchor or bolt size to match ø��dimension
• Deflection-Load graphs are based on 60 Duro Neoprene Material

���������������������������������
������
�
���
		

�����
ø� ø� ø� � � ��

�� �� �� �� �� �� �� �� �� �� �� ��

�
��
	 ��� 10 ��� 13 ����� 32 ��� 13 ��� 7 ��� 4

�
���� ��� 13 ��� 20 ����� 42 ��� 16 ���� 8 ���� 5

�
���
 ��� 16 ��� 23   51 ��� 20 ��� 10 ���� 5

����
������������­�������
������
File No.: ISOCS-IGR-XX                                                         Date:03/29/22

ISOIN-IGR-XX,   Installation Instructions Document, to be 
Reviewed for Installation
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