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SPECIFICATIONS :  IFHSS - ISOTECH STAINLESS STEEL 
DOUBLE BRAIDED FLEX HOSE WITH STAINLESS STEEL GROOVE ENDS 

MAXIMUM LATERAL DEFLECTION

Model
Hose
Dia.
 (in)

Pressure @
70˚F (PSI)

 OVERALL Length ( L )
 ( in ) 

12
( in ) 

14
( in )

16
( in )

18
( in )

20 
( in )

24
( in )

IFHSS-2D-L-GR300 2 700 0.32 0.62 1.02 1.52 2.11 3.00

IFHSS-2.5D-L-GR300 2 1/2 600 0.32 0.62 1.02 1.52 2.11 3.00

IFHSS-3D-L-GR300 3 430 0.26 0.51 0.84 1.24 1.73 2.92

IFHSS-4D-L-GR300 4 375 0.21 0.41 0.67 1.00 1.39 2.36

IFHSS-5D-L-GR300 5 245 0.17 0.34 0.56 0.84 1.16 1.98

IFHSS-6D-L-GR300 6 300 0.14 0.27 0.45 0.67 0.93 1.59

IFHSS-8D-L-GR300 8 275 0.08 0.18 0.30 0.46 0.65 1.13

IFHSS-10D-L-GR300 10 270 0.07 0.14 0.24 0.47 0.52 0.90

IFHSS ISOTECH STAINLESS STEEL 
DOUBLE BRAIDED FLEX HOSE WITH 
STAINLESS STEEL GROOVE ENDS 
File No.: ISCOS- IFHSS-2-10D-L-GR300                        Date: 07/29/17

ISOIN- IFHSS-2-10D-L-GR300                        Installation Instructions 
Document, to be Reviewed for Installation

TEMPERATURE CORRECTION
 FACTORS

TEMP ˚F FACTOR

70 1.00

200 0.92

300 0.86

400 0.82

500 0.77

600 0.73

SCH40 GROOVE
NIPPLE

OVERALL

MATERIALS OF CONSTRUCTION
HOSE: 316SS Standard Pitch 

BRAID 304SS Double Braid 

END FITTINGS: 316SS SCH40 Groove

RAID BANDS: 304SS — Standard  

NOTE: 
L = Length Of Overall Flex Hose Face to Face, 
to be Selected From Table for  the required 
lateral deflection. ( inch )

ie. IFHSS-2D-L-GR300

     IFHSS-2D-12-GR300

NOTE:  
FOR SAFE MAXIMUM OPERATING PRESSURE, MULTIPLY 
PRESSURE RATING LISTED AT 70˚F BY THE APPLICATION 
TEMPERATURE CORRECTION FACTOR.

EXAMPLE: 
GIVEN THE APPLICATION WORKING TEMPERATURE OF 
400˚F, IF USING A 3" HOSE ASSEMBLY, MULTIPLY 430 X 0.82  
RESULT = 3"  HOSE ASSEMBLY IS RATED FOR A MAXIMUM OF 
352.6 PSI @ 400˚F.
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